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PRECAUTIONS:  This product and the auxiliary materials normally combined with it are capable of producing adverse health effects ranging 

from minor skin irritation to serious systemic effects. None of these materials should be used, stored, or transported until the handling 

precautions and recommendations as stated in the Safety Data Sheets (SDS) for this and all other products being used are understood by all persons 

who will work with the product. Warranty:   All products purchased from or supplied by Bondloc are subject to terms and conditions set out in 

the contract. Bondloc warrants only that its product will meet t h os e  specifications designated as such herein or in other publications. All other 

information supplied by Bondloc is consider accurate but are furnished upon the express condition the customer shall make its own assessment to 

determine the product’s suitability for a particular purpose. Bondloc makes no other warranty, either express or implied, including those regarding 
such other information, the data upon which the same is based, or the results to be obtained from the use thereof; that any product shall be 
merchantable or fit for any particular purpose; or that the use of such other information or product will not infringe any patent. 

 

 

 

 

 

 

 

 

PRODUCT DESCRIPTION 

Bondloc Carb & Choke Cleaner is a powerful, 

blended solvent degreaser, designed primarily to 

clean deposits from induction system components. 

For the removal of oil, grease and gum deposits 

from metallic components utilized in carburettors 

and fuel injection systems, in particular carburettor 

bodies, air control valves, throttle bodies, air intake 

butterfly valves. 

 

 USEFUL NOTES  

• Dissolves all conventional automotive oil   

and grease deposits. 

• Safe for use in conjunction with oxygen  

sensors and catalytic converters  

• Rapidly softens and removes fuel deposits 

• Helps restore engine performance. 

• Quick Drying & Fast Acting 

• 360º rotational valve 

• Acetone, Silicone & Chlorinated  Solvent-

Free 

 

INSTRUCTIONS FOR USE 

For induction systems, switch the engine off, and 

disconnect the induction tube. Attach the extension 

tube and spray into the body until clean.  For 

carburettors, set engine to fast idle speed and spray 

directly into the throat and butterfly assembly. For 

all other applications spray apply liberally directly 

from the surface from a distance of 20 – 30 cm. 

Saturate the surface, and collect run-off with a cloth 

towel of tray. Always dispose of contaminated 

materials in a sealable metal bin to prevent fire risk. 

Always work under well ventilated conditions, 

taking care to avoid vapor inhalation.  

 

 

 

 

 

 

 

 

 

 

TECHNICAL FEATURES 

 

 

STORAGE 

Store product in a dry location and out of direct sunlight. 

Optimal storage : 8°C to 20°C.  

 

 HEALTH & SAFETY 

 This technical information sheet does not 

 Constitute a Safety Data Sheet (SDS). Before 

 using this product ensure you have read and fully 

 understood this products SDS.  

 

 PACKAGING FORMAT 

 500ml 

  

  

 

 Appearance   A fast drying red aerosol mist 

 Odour   Strong aromatic odour  

 Contents /   

 Composition 

 A blend of aromatic hydrocarbons,   

 alcohols and ketones in a  

 hydrocarbon propellant. 

 

 Flammability  Extremely Flammable, flash point   

 below -20 °C  

 Non Volatiles %  

 m/m 

 < 0.05 

 Active Content   

 %  m/m 

 65 - 75 

 Service   

 Temperature   

 Up to 80°C 

 Specific gravity    0.87 – 0.89 

 Application   

 Temperatures 

15 - 25°C 

 Solubility   Insoluble in water  

 Storage   8°C to 20°c 
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